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. ALL ELEVATIONS REFER TO NAVD88 DATUM,

GENERAL_NOTES

1L

THE LOCATION QF BURIED AND ABOVE GROUND UTILITIES SHOWN ARE APPROXIMATE, AND

F.A.P. TOTAL | SHEET
ATE, SECTION COUNTY SHEETS|  NO.

614 | 148(BR-2) MoraaN | 39 | 2
FED. ROAD OIST, M. [ILLINOIS| FED. AID PROJECT

10. IN ACCORDANCE WITH STATE OF ILLINOIS P.A. 86-0674, THE CONTRACTOR IS TO NOTIFY
ALL UTILITY COMPANIES NOT MORE THAN 14 DAYS NOR LESS THAN 48 H
(EXCLUSIVE OF SATURDAYS, SUNDAYS, AND HOLIDAYS) IN ADVANCE OF THE START OF
EXCAVATION OR DEMOLITION.

JU.L.LE. TELEPHONE NUMBER
811 OR 1-800-892-0123

KNOWN UTILITIES LOQCATION WITHIN THE LIMITS OF THIS IMPROVEMENT ARE:

LEGEND

PAVEMENT REMOVAL

30

ARE SHOWN FOR CONTRACTOR INFORMATIONAL USE ONLY, AND ARE NOT TO BE REFERENCED STANDARDS
2. WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED. THE_ENGINEER FOR_CONSTRUCTION PURPOSES. THE IMPLIED PRESENCE OR ABSENCE OF UTILITIES IS NOT
SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED, THE CONTRACTOR T TRUED BY THE OWNER, ENGINEER, CONTRACTOR, OR SUBCONTRACTORS TO BE AN .
SHALL PROTECT AND CAREFULLY PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED ACCURATE AND COMPLETE REPRESENTATION OF UTILITIES THAT MAY OR MAY NOT EXIST 000001-05
RVEYOR OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. ON THE CONSTRUCTION SITE. BURIE OVE GROUND UTILITY LOCATIONS, IDENTIFICATION,- 001001-01
THE CONTRACTOR WILL BE RESPONSIBLE FOR HAVING AN AUTHORIZED SURVEYOR AND MARKING ARE THE SOLE RESPONSIBILITY OF THE CONTRACTOR, REROUTING, DISCONNECTION, 001006
RE-ESTABLISH ANY SECTION OR SUBSECTION MONUMENTS DESTROYED PROTECTION, ETC. OF ANY UTILITIES MUST BE COORDINATED BETWEEN THE CONTRACTOR, 280001-04
BY HIS OPERATIONS. UTILITY COMPANY, AND OWNER, SITE SAFETY, INCLUDING THE AVOIDANCE OF HAZARDS
ASSOCIATED WITH BURIED AND ABOVE GROUND UTILITIES, REMAINS THE SOLE RESPONSIBILITY 420401-06
3, . ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN OF THE CONTRACTOR, 44220103
THE EDITION AS INDICATED BY THE SUB-NUMBER LISTED OR THE COPY OF THE 515001-02
STANDARD INCLUDED IN THESE PLANS, 12, AN ASPHALT pnmz SHALL BE REQUIRED FOR THE PRIMING OF THE MAINLINE PAVEMENT 542301-01
TO BE RESURFACED, THE AREA PRIMED SHALL BE LIMITED TO THAT WHICH WILL BE COVERED WITH 63000107
4, ABANDONED unuzacaouuo ununss THAT CONFLICT WITH CONSTRUGTION SHALL anuumous CONCRETE THAT SAME DAY,
BE DISPOSED OUTSIDE THE LIMITS OF RIGHT OF WAY ACCORDING TO ARTICLE 630301-04
202.03 OF THE STANDARD SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER, 13. EXISTING RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE REMOVED PRIOR TO RESURFACING. 631032-03
THIS WORK WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE 63500602
COST OF EARTH EXCAVATION AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED. 14. THE FOLLOWING RATES OF APPLICATION HAVE BEEN ASSUMED IN CALCULATING PLAN QUANTITIES 3 635011-01
AGGREGATE (SURFACE. BASE, SUBBASE, OR BACKFILL) ____2.05 TON/CUBIC YARD
5  ALL DISTURBED UNSURFACED AREAS WITHIN THE ROW AND EASEMENTS SHALL BE STONE DUMPED RIPR 1.75 TON/CUBIC YARD 666001
SEEDED, FERTILIZED., AND MULCHED AS SHOWN IN THE PLANS, SPECIAL PROVISIONS, BITUMINOUS MATERIALS (PRIME COAT) 0.00038 TON/SOUARE YARD (ON PAVEMENT) 701001-01
AND AS DIRECTED BY THE ENGINEER. SEEDING WILL NOT BE PERMITTED AT ANY BITUMINOUS MATERIALS (PRIME COAT 0.001425 TON/SOUARE YARD (ON AGGREGATE) 701006-02
TIME WHEN THE GROUND IS FROZEN, WET OR IN AN UNTILLABLE CONDITION, AGGREGATE (PRIME COAT 0,002 TON/SQUARE YARD 70101101
, HOT-MIX ASPHALT sunnc‘é‘“"‘i“"?‘““""‘““”‘”‘”"‘“‘"“La 3 o.oss TON/SQUARE YARDSINCH 701201-02
6. FERTILIZER NUTRIENTS SHALL BE APPLIED TO BOTH THE SEEDED AREAS AND THE AREAS N!TROGEN FERTILIZER NUTRIENT LBS/ACRE
COVERED WITH EROSION CONTROL BLANKET. 0SPHORQUS ERTILIZER NUTRIENT 90 LBS/ACRE 701301-02
POTASSIUM FERTILIZER NUTRIENT 80 LBS/ACRE 701306-01
7. DO NOT INCLUDE MULCH OR EMULSIFIED ASPHALT ON EROSION CONTROL BLANKET AREAS. AGRICULTURE GROUND LIMESTONE 2 TON/ACRE 701311-02
701901
8, BEFORE ORDERING PIPE CULVERTS OR PIPE DRAINS, THE CONTRACTOR SHALL CONSULT
THE ENGINEER FOR EXACT LENGTHS. 15. THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT: ;g?:&bgzl
9, ALL TREES, BRUSH AND SHRUBS WITHIN THE CONSTRUCTION LIMITS vm.x. BE_REMOVED SOREACE——T FLEXIBLE CONNECToR R 21-7
INACCORGANCE WITH T STANOATD SPECIFICATIONS, ' TREES ALONC TH E0G XTURE USESS) Ak SURFACE FLEXTBLE CONNECTOR | FLEXIBLE CONNECTOR INCIDENTAL R
RIGHT OF WAY, QUTSIDE THE CONSTRUCTION LIMITS SHALL BE SAV IN_THE OPINION COURSE EINDE SURFACE HNA_SURFAC R
OF THE ENGINEER, THEY DO NOT INTERFERE WITH CONSTRUCTION OPERATI THE PG 64-22 PG 64-27 PG 64-22 MMW_ [ PG 58-22 |
ggg;g#:g-’esg ﬂILL PROTECT ALL REMAINING TREES FROM DAMAGE DUE TO HIS 4,04 @ N DESIGN=50Q | 4.04 @ N DESIGN=50 | 4.0! N DESICN=50 | 4.0%4 @ N DESIGN=5Q | 2.0%4 @ N DESIGN=30
GRADATION MIXTURE) IL-9.5 OR 12,5 IL~19.0 IL~9,5 OR 12,5 IL-9.5 OR 12.5 BAM
RICTION A TE MIX_“C" /A MIX_C MIX_“C" NZA

16, UNLESg OTHERWISE NOTED. THE OFFSETS SHOWN IN THE PLANS FOR THE END OF

VERTS ARE TO THE END OF THE LAST SECTION OF PIPE NOT TO THE END

OF THE END SECT!ON.

COMMITMENTS
VERIZON NORTH
MEDIACOM THE _FIELD/RESIDENT ENGINEER SHALL CONTACT o:sr ICT 6 STUDIES & PLANS
ﬁhoe‘g?g"u%%sm WATER COOPERATIVE PREvas&%bmﬁlmgmsE (Nl(;"? ﬁsrzm Jv?ERELMADE AFF GEC lTras HEE DSE%F;EN 0
CITY OF JACKSONVILLE AND TO ALLOW IMPROVEMENTS IN THE DESIGN FOR FUTURE PROJECTS.
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